
C E R T I F I C A T E
No. Z2 022011

Page 1 of 2
TÜV SÜD Product Service GmbH • Certification Body • Ridlerstraße 65 • 80339 Munich • Germany

Holder of Certificate: Sutcliffe Play Limited
Waggon Lane
Upton, Pontefract, WF9 1JS
UNITED KINGDOM

Certification Mark:

 
Product: Merry-go-round, Carousel
The product was tested on a voluntary basis and complies with the essential requirements. The 
certification mark shown above can be affixed on the product. It is not permitted to alter the 
certification mark in any way. In addition, the certification holder must not transfer the certificate to 
third parties. This certificate is valid until the listed date, unless it is cancelled earlier. All applicable 
requirements of the Testing, Certification, Validation and Verification Regulations of TÜV SÜD Group 
have to be complied. For details see: www.tuvsud.com/ps-cert

Test report no.: 713337341

Valid until: 2029-10-10

Date, [#ISU_DT#]

( Tobias Hofmann )
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Model(s): PZT180, SDD100, SDD900, SIR000, 
SIR001, SIR050, SIR075, SIR100,
SWD030, SWD100, SWD150, SWD160,
SWD170, SWD180, SWD300, SWD350,
SWD380, SWD440, SWD500, SWD550,
SWD600, SWD700, SWD710, SWD720,
SWD740, SWD900, SWD950-960, TCS000,
TCS001, TZA030, TZA036

Parameters:                 Model: length x width x height

PZT180: Ø480 x 1457 mm
SDD100: Ø318 x 43 mm
SDD900: Ø480 x 372 mm
SIR000: Ø2075 x 709 mm
SIR001: Ø2075 x 709 mm
SIR050: Ø2075 x 709 mm
SIR075: Ø2075 x 709 mm
SIR100: Ø2075 x 709 mm
SWD030: Ø1038 x 475 mm
SWD100: Ø1038 x 475 mm
SWD150: Ø465 x 662 mm
SWD160: Ø1000 x 463 mm
SWD170: Ø1000 x 720 mm
SWD180: Ø1819 x 288 mm
SWD300: Ø975 x 1387 mm
SWD350: Ø1337 x 2506 mm
SWD380: Ø480x 1412 mm
SWD440: 3351 x 563 x 3522 mm
SWD500: Ø1525 x 817 mm
SWD700: Ø1264 x 1543 mm
SWD710: Ø637 x 513 mm
SWD720: Ø586 x 1800 mm
SWD740: Ø762 x 1812 mm
SWD900: Ø1781 x 827 mm
SWD950-960: Ø1460 x 661 mm
TCS000: Ø1905 x 2780 mm
TCS001: Ø1856 x 2580 mm
TZA030: 3046 x 982 x 3417 mm
TZA036: Ø1101 x 1617 mm

Material: steel, stainless steel, HPL

Tested 
according to:

EN 1176-1:2017/A1:2023
EN 1176-5:2019


