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Installation Instructions
SSB650+

Installation procedure

1.	 Plan the final position of the play equipment ensuring 		
	 that there is sufficient space*.

2.	 Excavate the foundation hole in accordance with the 		
	 plan**.

3.	 Place ground fixing in the foundation hole, ensure it is 		
	 level and at the required depth.  Fill with concrete.

4.	 When the concrete has set (2 - 3 days), 
	 fit the Springie top.

5.	 Do not allow the equipment to be used until the 			
	 concrete has set (2 - 3 days) and the required safety  		
	 surface has been installed.

6.	 Check if all the fixing bolts are tight.

7.	 Follow the Maintenance Instructions provided.

Important Note

	 *	 Care should be taken when installing the product
		  to reduce the hazard for the user.
	 **	 Extra care should be taken if conditions aren’t normal.
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Recommended regular inspection and maintenance	 Interval days
	 7	 14	 28	 56	 365

Disposal Instructions

All components should be broken down into categories of:-

1.	 Mild Steel - framework
2.	 Stainless Steel - fixings
3.	 Spring Steel - spring
4.	 Galavanised steel - spring plate (powder coat over galv)
5.	 High-density Polyethylene - side panels and handles
6.	 Low-density Polyethylene - nut covers

Wherever possible these materials should be taken to a specialist recycling organisations and
recycled.  In some cases where composite materials are used then disposal at land fill sites is
the only alternative.

NOTE
The warranty is invalidated if these instructions are not followed.

Maintainance Instructions

Check stability of structure, tighten connections if required.

Check parts at ground level for corrosion and/or rot.
Replace any defective parts.

Check all painted elements for damage, rub down and repaint
or replace as required.

Check rotating pivot points for wear and smooth running
lubricate or replace if required.

Check rubber parts for wear and/or damage, replace if required.

Check rubber safety surfaces for damage and poor
performance, repair or replace if required.

Check loose fill safety surfaces remove any foreign elements,
repair or replace if required.

Check spring for fatigue or wear and tear.


